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Caprice ø520mm 15-6433-60-M1
Ceiling fixture Caprice ø520mm LED LED 36;NAW 2700K Black 3072lm

TECHNICAL FEATURES

IP23

Power (W)-1 : 36W

Power (W)-2 : -

Total power consumption of light (W) : 39.8W

Real lumens : 3072

Real lm/W : 77

Correlated Colour Temperature (CCT) : SW
2700-3000-4000K

Dimming protocol : TRIAC

Lens / reflector angle : HORIZONTAL 114º

UGR : <=22

Structure material : Steel

Structure finish : Black

Diffuser material : Acrylic

Diffuser finish : White

Voltage / frequency : 220-240V/50-60Hz

Power Factor : 0.92

Useful life : 50.000h L80B20

Warranty : 5 Years

LUMINOTECHNIC FEATURES

Light source: LED

CRI: 90

MacAdam steps: 5

Photobiological risk: RG0

Light source: LED

CRI: 90

MacAdam steps: 5

Photobiological risk: RG0

UGR

UGR crosswise: 22.0

UGR lengthwise: 21.9

UGR

S=0.250
Ceiling / cavity 0.7

Walls 0.5
Working Plane 0.2

Room dimensions X=4H,
Y=8H

UGR crosswise 22.0
UGR lengthwise 21.9

VENTILATION FEATURES

Power used: 39.8W

Service value measurement standard: EN 60879:2019

LOGISTICS

Net weight (kg): 2.78

Packaged weight (kg): 4.55

Packaging: 570mm x 575mm x 100mm
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