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Infinite Pro 1700mm
Suspended Opal AK21-52X8PMO3N3

Leds C4 Team Lineal lighting system Infinite Pro 1700mm Suspended Opal 45.57W LED neutral-white 4000K CRI 80
ON-OFF Grey IP40 6264lm

TECHNICAL FEATURES

IP40

Total power consumption of light (W) : 47.9W

Real lumens : 6264

Real lm/W : 131

Correlated Colour Temperature (CCT) : LED neutral-
white 4000K

Lens / reflector angle : FLOOD 98º

UGR : <=16

Structure material : Aluminium

Structure finish : Grey

Diffuser material : Polycarbonate

Diffuser finish : Opal

Driver Brand : VOSSLOH

Voltage / frequency : 220-240V/50-60Hz

Dimming protocol : ON-OFF

Power Factor : 0.96

Useful life : 50.000h L80B20

Warranty : 5 Years

LUMINOTECHNIC FEATURES

Luminance C0ºG65º: 189

Luminance C90ºG65º: 220

UGR

UGR crosswise: 10.3

UGR lengthwise: 11.1

Lampholder Quantity Light source
power (W)

LED 1 45.5W

UGR

S=0.250
Ceiling / cavity 0.7

Walls 0.5
Working Plane 0.2

Room dimensions X=4H,
Y=8H

UGR crosswise 10.3
UGR lengthwise 11.1

EMERGENCY MODULE FEATURES

Emergency driver brand: PHILIPS

Auto-test function: NO

Driver voltage range: 220-240/50-60Hz

Battery type: LiFePO4

LOGISTICS

Net weight (kg): 4.28

Packaged weight (kg): 5.15
1 Un
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